
D U C T M A T E

• Airtight
• No end preparation of ductwork required
• For plain or spiral round ductwork
• No protrusions into the airstream.  Ideal for 

ducts carrying dust, etc.
• Ducts can be disassembled and reassembled

• Options of both 1 and 2 bolts per connection
• Single-bolt Quick-Sleeves are available for 3” 

through 18” round ducts.  Double-bolt 
Quick-Sleeves are available for 4” through 18” 
round ducts.

Only 1 Bolt Needed Per Connection; 2 Bolts Optional For Extra Stability

Unique Round Duct Connector System

Quick-Sleeve

NEW Double-Bolt Connection 
Now Available!
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Quick-Sleeve Unique Round 
Duct Connector

D E S C R I P T I O N
Quick-Sleeve is a band-clamp connection available with a 
single-bolt connection for 3”through 18” diameter ducts and 
a double-bolt connection for 4” through 18” diameter ducts.

L I M I T E D  P R O D U C T  W A R R A N T Y
Ductmate warrants that Quick-Sleeve, when properly installed and maintained, will be free from 
defects in material and workmanship, and will comply with all written specifications made by 
Ductmate at the time of sale.  Ductmate’s warranty shall run for a period of one year from the date 
of manufacture.
Warranty Limitation 
The warranty stated above is in lieu of all other warranties, express or implied, including but not 
limited to the implied warranties of MERCHANTABILITY AND FITNESS FOR A 
PARTICULAR PURPOSE.  Although Ductmate may have suggested the product, or provided 
written or oral advice to the Purchaser, it is the Purchaser’s responsibility to test and determine the 
suitability of Quick-Sleeve, for the intended use and purpose, and Purchaser and/or its customer 
assumes all risk and liability whatsoever regarding such suitability.
Limitation of Liability 
In the event of a breach of the above warranty, Ductmate’s sole obligation, and Purchaser’s sole and 
exclusive remedy, shall be, at Ductmate’s option, repair or replacement of any defective products, or 
refund of an applicable portion of the purchase price.  Ductmate shall have no liability for costs of 
removal or reinstallation of the product.  The Purchaser agrees that no other remedy, including but not 
limited to loss of profits, loss sales, injury to person or property, or any other special, incidental or 
consequential damages, shall be available to the Purchaser for any claim arising out of this Agreement, 
regardless of whether such claim is made in contract or in tort, including strict liability in tort.  In no 
event will Ductmate be obligated to pay damages to the Purchaser in any amount exceeding the 
purchase price that the Purchaser paid to Ductmate for the allegedly defective product.

I N S T A L L A T I O N  I N S T R U C T I O N S
1. Loosen bolt.
2. Insert each duct about halfway into the Quick-Sleeve.
3. Tighten bolt.

S P E C I A L  C H A R A C T E R I S T I C S
• Airtight
• No end preparation of ductwork required.
• For plain or spiral round duct work.
• No protrusions into the airstream. Ideal for ducts 

carrying dust, etc.
• Connection can be disassembled and reassembled.
• Available upon request: testing data, specialty alloys 

and gaskets
• Available gaskets: polyethylene (standard), neoprene, high 

temp silicone, and FDA-approved EPDM rubber gaskets
• Double-Bolt connection now available for superior 

structural integrity

B A S I C  U S E
To provide a simple, leak-free connection for round ducts used 
in air-conditioning, ventilation and dust collection systems.

When the connector is tightened 
the metal sleeve contacts the 
duct wall to provide rigidity.

The polyethylene has sufficient 
elasticity to accommodate the 
spiral duct seam.

Polyethylene seal 24 ga Galvanized metal sleeve 
formed for rigidity and to retain seal.  

No sharp edges.

3½” (90 mm)

P A C K A G I N G  I N F O R M A T I O N

Item # Description
QS3GA 3" Quick-Sleeve 
QS4GA 4" Quick-Sleeve 
QS5GA 5" Quick-Sleeve 
QS6GA 6" Quick-Sleeve 
QS7GA 7" Quick-Sleeve 
QS8GA 8" Quick-Sleeve 
QS9GA 9" Quick-Sleeve 
QS10GA 10" Quick-Sleeve 
QS11GA 11" Quick-Sleeve 
QS12GA 12" Quick-Sleeve 
QS13GA 13" Quick-Sleeve 
QS14GA 14" Quick-Sleeve 
QS15GA 15” Quick-Sleeve
QS16GA 16” Quick-Sleeve
QS17GA 17” Quick-Sleeve
QS18GA 18” Quick-Sleeve

LABQS4GA 4” Double-Bolt Quick-Sleeve
LABQS5GA 5" Double-Bolt Quick-Sleeve 
LABQS6GA 6" Double-Bolt Quick-Sleeve 
LABQS7GA 7" Double-Bolt Quick-Sleeve 
LABQS8GA 8" Double-Bolt Quick-Sleeve 
LABQS9GA 9" Double-Bolt Quick-Sleeve 
LABQS10GA 10" Double-Bolt Quick-Sleeve 
LABQS11GA 11" Double-Bolt Quick-Sleeve 
LABQS12GA 12" Double-Bolt Quick-Sleeve 
LABQS13GA 13" Double-Bolt Quick-Sleeve 
LABQS14GA 14" Double-Bolt Quick-Sleeve 
LABQS16GA 16" Double-Bolt Quick-Sleeve 
LABQS17GA 17” Double-Bolt Quick-Sleeve 
LABQS18GA 18” Double-Bolt Quick-Sleeve


