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BC006003

®

A one-component, non-slumping 100% silicone sealant that cures to a rubbery solid at room temperature 
upon exposure to water vapor in the air. Formulated to perform at temperatures up to 500°F continuous 
& 600°F intermittent exposure. 

RED HEAT RESISTANTRED HEAT RESISTANT
SILICONE SEALANTSILICONE SEALANT

FEATURES:
●   UV Resistant
●   Improved Heat Resistance
●   Red Color for Easy Identification 
●   Spec Compliant 
●   Extremely Durable 
●   Tenacious Adhesion to Non-Porous Substrates
●   Meets or exceeds the requirements of: TT-S-00230C, 

DIN 18540. Part 2, CEBTP 432.6 140-2, TT-S-001543A, 
Mil. Spec. 46106A, OREX 150031-2, C.G.S.B. 19C9-9B, 
ASTM C920, FDA No. 21 CFR 177.2600 

Ordering Information

Item # Code Description Quantity
5113 SSR-C Red Silicone Cartridge 12/Ctn

Heavy-duty professional quality skeleton 
caulking gun with “no drip” feature, spout 
cutter, seal puncture tool and ladder hook 
for hanging when not in use.

Spout 
Cutter

Caulk Gun
now available!

Item # Code Description Pkg.

5024 SG1 Caulk Gun 1

Anti-Drip Pressure 
Relief Mechanism“No Drip”

Seal Puncture Tool


