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Box features an 
integrated cutter for 

easy sizing
Features
•  Lightweight
•  Dispenses from box, eliminating product from unrolling
•  Box features integrated cutter for easy cutting
•  Low cost
•  High strength design
•  Easy installation
•  Helps eliminate rattling
•  Supports flexible duct without damaging outer jacket
•  Resistant to grease, oil, gasoline & acid
•  Waterproof & airtight

SPECIFICATIONS

FLAME SPREAD &
SMOKE DEVELOPMENT: N/A

TENSILE STRENGTH: Warp-70 lbs./In.   Fill-70 lbs./In  

HEAT RESISTANCE: 200O F 

TEAR STRENGTH: Warp- 8 lbs./In.    Fill-11 lbs./In 

FABRIC: Black vinyl coated polyester fill

TOTAL FABRIC THICKNESS: .022” Approx. 

QUANTITY PER CARTON: 10 rolls  (Each conveniently packaged in 
a dispenser box with cutting blade)

ADDITIONAL INFO: N/A

Designed for Hanging
•  Flexible duct
•  PVC vent duct
•  Duct board systems
•  Many lighter weight steel 
 duct applications

VINYL
DURO STRAP

VINYL
DURO STRAP

1-1/2” wide

Item #: 10181
Code: VDS200C
200 ft. roll

Super strong!


