
Mid-Rivers AC-3-26 26in Air Cam Clinching Machine 

 

Clinch two (2) pieces of same, dissimilar, or painted metals with 28 to 14 gauge mild 
steel capacity. 

 No Spot Welding and No Rivets 
 Less Expensive Than conventional clinching machines due to low CFM usage (1/3 

the competition) 
 Low Maintenance 
 Laser Guide Included 
 Air Operation Connects Into Shop Air 80-100 P.S.I. 
 On average, Cycle speed is 30 Clinches per minute 
 Stand Included 

Current production year paint color is safety green 

Specifications: 
 
Throat 26" 
Material Thickness 14 gauge 
opening height 14 
Dimensions 32 x 48 inch foot print 
Shipping Weight 1690 



Equipped With: 
 

 Three Year Limited Warranty* 
 Patented Safety Feature. (Patent Number 7114436) 
 Simple Patented Design For Easy Gauge Adjustments. 
 Standard BTM Tooling. 
 Laser system at no charge 

 

Tooling Options:  

 
Standard Machine Includes C Die (28 to 20 ga)  

Type D (18 ga capacity) and E (16 and 14 ga) also available:  

Die C #3947 28-20 Gauge Capacity  
Punch C #2798 28-20 Gauge Capacity  

Die D #3969 22-18 Gauge Capacity  
Die E #4037 18-14 Gauge Capacity  
Punch D&E #2992 22-14 Gauge Capacity 

 


